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Powermodul PM E F pp DC24V PROFIsafe, 6ES7138-4CF40-0AB0

Deutsch
Diese Produktinformation enthält wichtige Informationen zum
Powermodul PM E F pp DC24V PROFIsafe, 6ES7138-4CF40-0AB0. Sie ist als separater Be-
standteil aufzufassen und in Zweifelsfällen in der Verbindlichkeit anderen Aussagen in Handbü-
chern und Katalogen übergeordnet.

Einsatz des fehlersicheren Powermodul PM E F pp DC24V PROFIsafe

Der Einsatz des fehlersicheren Powermodul PM E F pp DC24V PROFI-
safe ist nur möglich:

• mit Interface-Modul IM 151-HIGH FEATURE, ab Bestellnummer.: 
6ES7151-1BA00-0AB0, ab Firmware-Version V1.1.1

• mit Interface-Modul IM 151-7 F-CPU, ab Bestellnummer.: 
6ES7151-7FA01-0AB0, ab Firmware-Version V2.1.4.
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English
This Product Information contains additional information about Powermo-
dul PM E F pp DC24V PROFIsafe, 6ES7138-4CF40-0AB0. It is a separate component and
should be considered more up-to-date than the information in the manuals and catalogs if un-
certainties arise.

Use of the fail-safe Power Module PM E F pp DC24V PROFIsafe

The use of the fail-safe Power Module PM E F pp DC24V PROFIsafe is
only possible:

• with Interface Module IM 151-HIGH FEATURE, as of order no.: 
6ES7151-1BA00-0AB0, as of firmware version V1.1.1

• with Interface Module IM 151-7 F-CPU, as of order no.: 
6ES7151-7FA01-0AB0, as of firmware version V2.1.4.
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